FINISHED
GRADE

CAP WITHOUT GASKET

6” TO 127
ABOVE HYDRAULIC GRADIENT
WHERE POSSIBLE

MAXIMUM HYDRAULIC

GRADIENT LEVEL

USE ROMAC COUPLINGS OR
EQUAL TO CONNECT TO
EXISTING LAKELINE STUB

[

RISER

COMPACTED BACKFILL

C.0. PIPE PIPE CAP MID—STATES HYDRAULIC GRADIENT
DIAMETER MATERIAL STYLE PLASTIC BOX LEVEL
4" P.V.C. ALL PLASTIC MSBCF—-1118—-18XL BELOW GRADIENT
MECHANICAL SEWER PLUG
4" P.V.C. P.V.C. CAP MSBCF—-1118—-18XL ABOVE GRADIENT
WITHOUT GASKET
6" P.V.C. ALL PLASTIC MSBCF—1324-12 BELOW GRADIENT
MECHANICAL SEWER PLUG
6" P.Vv.C. P.V.C. CAP MSBCF—-1324-12 ABOVE GRADIENT
WITHOUT GASKET
6" D.L. MECHANICAL MSBCF—-1324-12 ABOVE GRADIENT
JOINT CAP
8" P.V.C. P.v.C. CAP MSBCF—-1730-12 ABOVE GRADIENT
WITHOUT GASKET
8" D.L. MECHANICAL MSBCF—-1730-12 ABOVE GRADIENT
JOINT CAP

NOTES:
1. CLEANOUT SHALL BE INSTALLED TO GRADE AND
LOCATED 6" TO 12” ABOVE THE HYDRAULIC

GRADIENT OF THE LAKE LINE WHEREVER

A
POSSIBLE. S

2. CLEANOUT SHALL ALSO BE LOCATED TO ;g’f&; %
PROVIDE EASY ACCESS FOR INSPECTION %@2@
AND MAINTENANCE. TSHING

3. FOR CLEANOUT ENCLOSURE USE MID—STATES

3

City of
Bellevue

SEWER UTILITIES

PLASTIC METER BOX OR EQUAL. THE COVER
FOR THE PLASTIC BOX SHALL BE DUCTILE
IRON AND READ ”SEWER”, OR BE BLANK
(NO LABEL).
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